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The undersigned agree and certify that all requirements on this checklist have been reviewed 
and properly identified as part of this submission. The undersigned understand that this checklist 
will be used as a tool for review of Absorbent Landscaping by Water Services and confirm that 
a review of the Absorbent Landscaping has been undertaken by a responsible professional member. 
Permit to Practice Stamp or Number
Engineer Stamp
Use this checklist to ensure that all Water Resources - Development Approvals requirements for Source Control Practices (SCPs) - Absorbent Landscaping have been met.
 
Note: This checklist will be revised following completion of Water Resources' Low Impact DevelopmentTechnical Guidance Manual. Until the completion of that document, the current version of thischecklist can be applied (and will be reviewed) in a flexible manner. Check on the Water Resources -Development Approvals website to ensure that the latest version of this checklist is used.
Development Approvals Checklist #13: Stormwater SCPs - Absorbent Landscaping
YES
NO
1.   All items in the SHADED areas are explained in the comments section of this checklist.
 
2.   For each location with absorbent landscaping, provide a table summarizing:
      a. Location of each absorbent landscaping;
      b. Size of area composed of absorbent landscaping;
      c. Size and type of hard area, if any, draining onto absorbent landscaping;
      d. Thickness and composition of absorbent landscaping, including type of vegetation and rooting    depth of vegetation when vegetation is mature; and
      e. Median annual runoff volumes.
  
3.   Supporting hydrologic computations of the performance of the absorbent landscaping, including peak runoff rates and annual runoff volumes from the absorbent landscaping, are provided. The values for the infiltration rate into the subsoils, if any and supported by field tests, and assumed evapotranspiration rates are provided as well.
 
4.   Description of failure mechanism and consequences of failure with respect to level of service isprovided.
 
5.   Absorbent soil :
      a. Minimum soil depth of 300 mm,
      b. Amended to 15% organic content for Landscaped areas,
      c. Amended to 8% organic content for Turf areas,
      d. Amendment - mature compost with 50-60% organic matter and free from contaminants.
  
6.   The landscaping will be uniformly graded away, with no ponding water, from buildings with maximum sheet flow velocities of 0.6 m/s.
 
7.   Details are provided about absorbent landscaping used to accommodate runoff from paved surfaces, such as downspouts, patios, driveways, and parking areas, including provisions to spread out the water evenly over the absorbent landscaping without erosion of the absorbent landscaping.
 
8.   Absorbent landscaping should be at least 2 m from the foundation walls if the absorbent landscaping receives concentrated runoff from hard surface areas.
N/A
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